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DESCRIPTION

GENERAL TECHNICAL DATA

dimensions:

    - width: 51,5 cm

weight: 19 kg

*weight when using exotic wood

materials:

    - steel: construction or stainless
    - wood: domestic coniferous or exotic
    - HPL
    

The design and content of the drawing is the intellectual property of ZANO Mirosław Zarotyński. The 
author of the design in accordance with the Act on Copyright and Related Rights of 04.02.1994. 
(Journal of Laws 2006 No. 90 item 631 with later changes) reserves the copyright. All rights reserved.

Scandik 02.146.1 is a 90 degree connector for benches and planters. With this 
connector, we can set up Scandik benches and planters perpendicularly to 
each other.

The connector is made of steel and wood. We have a choice of carbon steel, 
which are galvanized and paint in the RAL color specified by the customer or 
stainless steel. The wood is a choice of domestic coniferous or exotic wood. 
There is also a possibility of replacing wood with an HPL laminate or the 
product can be made entirely of steel.

The connector is part of the modular line Scandik, whose universal character 
allows you to freely combine its elements in different spaces, both modern and 
more traditional.

    - depth:  51,5 cm
    - height: 45 cm

SCANDIK SEAT 90O 02.146.1 STREET FURNITURE

51,5 cm

45 cm

51,5 cm



SCANDIK SEAT 90O 02.146.1 STREET FURNITURE
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of the Council of 17 April 2019 on copyright and related
rights in the Digital Single Market, Directive 96/9/EC and
2001/29/EC. All rights reserved

Seat
Scandik 02.146.1

ul.Lindego 7a, 
30-148 Kraków

Number:

Scale:

Mass:

Sheet:

270220-v1

A4

1:15
16.5 kg

19 kg
with soft wood
with hard wood

  515  

Installation:
- Attached by bolts to foundation

  5
15

  
Wood types:

- Hard wood, oiled
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Concrete foundation

Steel types:

according to RAL palette
- Stainless steel (1.4301), brushed
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